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Tennessee Boiler Rule Cases 
 

Case:  BC92-06 
Attendance Requirements for Steam 
Generators and High Pressure Fluid 
Heaters (e.g., Clayton) 
0800-3-3-.04(22) 
 
Inquiry:  Is it required for high pressure 
steam generators and high pressure fluid 
heaters such as the Clayton boiler and 
model DZ fluid heater to adhere to the 
twenty (20) minute attendance 
requirements set in Tennessee Rule 0800-
3-3-.04(22)? 

 
Reply:  It is in the opinion of the Board 
that a high pressure steam generator that 
operates over fifteen (15) psi is a power 
boiler, therefore the attendant rule applies. 
It is also in the opinion of the Board that a 
high temperature fluid heater, such as the 
Clayton model DZ, is classified as a high 
temperature hot water boiler and is not 
subject to the attendant Rule 0800-3-3-
.04(22).  
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Case:  BC98-03 
Clearance Requirements for Water 
Storage Heaters and Unfired Pressure 
Vessels 
0800-3-3-.04(13)(a) 
 
Inquiry:  Is it required for a potable water 
storage heater (hot water heater) or unfired 
pressure vessel to adhere to the three (3) 
foot clearance requirements set forth in 
Rule 0800-3-3-.04(13) of the Tennessee 
Boiler Rules and Regulations? 
 
Reply:  It is in the opinion of the Board  

that potable water storage heaters (hot 
water heaters) that do not exceed a heat 
input of 400,000 BTU/hr, and unfired 
pressure vessels that do not exceed fifty 
(50) square feet (measured by diameter x 
length), are exempt from the clearance 
requirements of Rule 0800-3-3-.04(13)(a). 
Providing the name plate and code 
stamping is in view or as stated in Rule 
0800-3-3-.03(23), and there is a minimum 
clearance of at least one and one-half feet 
(1½’) between all sides of the vessel, 
unless further permitted in Rule 0800-3-3-
.04(13)(b).  
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Case: BC01-15 
Routine Repairs in Tennessee 
Rule 0800-3-3-.03 
 
Inquiry:  What is the position of the State 
of Tennessee Boiler Board regarding their 
acceptance of “Routine Repairs” per the 
NBIC? 
 
Reply:  It is the opinion of the Board that 
the State of Tennessee does not recognize 
Routine Repairs”.  However, the 
replacement of tubes (boiler and U.P.V.) 
may be replaced by mechanical means as 
long as there is no welding involved in the 
repair.  These repairs will be handled in 
the same manner as welded repairs minus 
the in-process inspection by the inspector.  
The repair must be documented on a 
National Board R-1 form and must be 
signed by the authorizing inspector or an 
employee of his A.I.A.  
 

Inquiry: What repairs are required to be 
documented on a Form R-1, “Report of 
Welded Repair”? 
 
Reply: It is the opinion of the Board that 
the proper name of Form R-1 is “Report of 
Repair”; therefore all repairs (mechanical 
and welding) shall be documented on the 
Form R-1.  For mechanical repairs, item 7 
of the repair shall be left blank and 
“Mechanical Repair” shall be included 
under “Description of Work”. 
 
Inquiry: Where does the boundary of the 
NBIC start/stopped regarding repairs? 
Example: blow down line replacement; 
screwed piping connected to water 
controls, etc. 
 
Reply: It is the opinion of the Board that it 
is not the Tennessee Board of Boiler 
Rules’ position to determine the 
boundaries of where the NBIC starts 
and/or stops.   
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Case:  BC04-28 
Repair/Erection License Expiration 
Date 
0800-3-3-.03 
 
Inquiry: May a previously Tennessee 
licensed repair company, that allowed 
their license to expire, be reissued a 
renewal license by the Chief Boiler 
Inspector, as long as the license has not 
been expire more than one (1) year? 
 
Reply: It is the opinion of the Board that 
as long as the company in question has 
continuously maintained their Certificate 
of Authorization for repair/alteration from 

the National Board of Boiler and Pressure 
Vessel Inspectors, and where applicable 
the A.S.M.E., that the Chief Inspector may 
reissue a renewal license for the applying 
company. 
 
Inquiry: May the same company be 
reissued by the Chief Boiler Inspector if 
their license has been expired for more 
than one (1) year? 
 
Reply: It is the opinion of the Board that 
the company must reapply and have their 
application reviewed and ruled on by the 
Tennessee Board of Boiler Rules. 
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Case:  BC05-11 
Eastman Chemical Company 
(Tennessee Operation) Owner-User 
Inspection Agency Repair Form in Lieu 
of National Board “R” Form 
0800-3-3-.03(21)(a) 
 
Statement of Need:  Eastman Chemical 
Company is requesting approval from the 
Tennessee Board of Boiler Rules to allow 
use of Eastman's Repair Authorization 
Form to be used in lieu of the National 
Board Form R-1 on documentation and 
submission of repairs to unfired pressure 
vessels that are repaired as part of 
Eastman's Owner/User program in the 
State of Tennessee.  Eastman has used 
their Repair Authorization Form in lieu of 
the NBIC Form R-1 since they began their 
Owner/User program with acceptance by 
the State of Tennessee.  These completed 
Repair Authorization Forms are stored at 
Eastman Chemical Company's Tennessee 
Operations site. 
 
Background:  Eastman has maintained 
forms for documentation and submission 
of repairs and alterations to unfired 
pressure vessels since 1954.  Up until 
1996, Eastman Chemical Company 
retained the State of Tennessee as their 
AIA.  On November 15, 1995 Eastman 
received Owner-User Certificate of 
Authorization #1 from the National Board.  
The NBIC has stated that Form R-1's may 
be registered with the National Board and 
that some jurisdictions my require 
registration of repairs with the National 
Board.  However, the Chief Inspectors for 
the State of Tennessee prior to 2001 did 
not require completion of Form R-1's.  
Chief Inspector Martin Toth has been 
working with Eastman to assemble this 
proposed Rule Case BC05-11 to obtain the 
proper Board approvals for use of 
Eastman's Repair Authorization in lieu of 
NBIC Form R-1. 
Eastman's Quality Control Manual and  

Owner/User Manual were written stating 
that the Repair Authorization Form was to 
be used to record repairs to unfired 
pressure vessels that are repaired as part of 
Eastman's Owner/User program in the 
State of Tennessee.  This practice was 
approved by the State of Tennessee during 
the triennial reviews of Eastman's NBIC 
"R" and "O/U" Certificates of 
Authorization. 
 
Eastman's Repair Authorization Form 
contains all of the information required on 
the NBIC Form R-1.  The Repair 
Authorization Form is an electronic form 
that contains hyperlinks to allow review of 
previous repairs and alterations associated 
with that particular pressure vessel. 
 
Inquiry:  May Eastman Chemical 
Company use their Repair Authorization 
Form in lieu of the National Board Form 
R-1 for documentation and submission of 
repairs to unfired pressure vessels that are 
repaired as part of Eastman's Owner/User 
program in the State of Tennessee? 
 
Reply:  It is in the opinion of the Board 
that Eastman Chemical Company’s Repair 
Authorization Form is adequate 
documentation for repairs and alterations 
of unfired pressure vessels that are within 
Eastman Chemical Company’s Tennessee 
owner-user program only.    This excludes 
repairs and alterations to fired pressure 
vessels (boilers) and vessels outside their 
owner-user program. 
All Repair Authorization Forms must be 
stored at the Kingsport plant and available 
upon request by the Board, Chief 
Inspector, or Department. 
Any change to the approved form must be 
provided to the Board for review and 
acceptance, and changes documented in 
their Eastman Owner-User Inspection 
Manual and Eastman Quality Control 
Manual. 
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Case:  BC05-21 
HSB registered vessels in lieu of 
National Board registration 
0800-3-3-.03(1)(b) 
 
Inquiry:  Does a pressure vessel that bears 
an HSB (Hartford Steam Boiler) 
registration number satisfy the 
requirements set forth in Tennessee Rule 
0800-3-3-.03(1)(b) for National Board 
registration? 
 
Reply:  It is in the opinion of the Board 
that a secondhand/reinstalled unfired 
pressure vessel that bears an HSB 
(Hartford Steam Boiler) Inspection 
Agency’s Serial number in lieu of the 
National Board registration number may 
be installed and operated in the state of 
Tennessee as long as the following is 
adhered to: 

1) The vessel must have been 

originally constructed to ASME 
Section VIII, Division 1. 

2) construction must have been prior to 
January 1, 1961 

3) The vessel must have a 
manufacturer’s data plate attached 
that bears both the ASME code 
symbol stamp and the HSB serial 
number. 

4) The owner must provide a copy of 
the original Manufacturers Data 
Report that documents the HSB 
serial number stamped on the vessel. 

5) The owner/user of the vessel must 
apply to the Chief Inspector for 
permission to reinstall the vessel in 
the state of Tennessee prior to 
installation. 

6) After approval is granted, the vessel 
shall be inspected by a Deputy 
Inspector of the state of Tennessee.  
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Case:  BC05-32 
TN registered vessels that have lost its 
manufacturer’s data plate 
0800-3-3-.03(2) 
 
When registered unfired pressure vessels 
are found missing their manufacturer's 
data plate (nameplate) bearing the ASME 
"U" stamp, a request is made to the 
Tennessee Board of Boiler Rules for a 
ruling pertaining to the continued safe 
operation of these vessels.  This Board 
Rule Case is being requested to provide 
approved practices to assist owner/users of 
registered unfired pressure vessels in this 
matter.  
 
Inquiry:  May a registered unfired pressure 
vessel in the State of Tennessee that has 
lost its original manufacturer’s data plate 
(nameplate) be categorized as a 
“Tennessee Special” and permitted to be 
operated? 
  
Reply:  Yes; provided all the following 
conditions are met:   
 

(1) The vessel has been previously 
registered and inspected, with the 
original manufacturer’s data plate 
(nameplate) attached, per 
Tennessee Boiler and Pressure 
Vessel Inspection Laws, Rules 
and Regulations. 

 
(2) The manufacturer of this vessel 

has either gone out of business or 
no long holds a valid ASME "U" 
Certificate of Authorization and 
"U" Stamp. 

 
(3) The vessel has been registered 

with the National Board and has a 
valid National Board number and 
Manufacturer's Data Report 
available. 

 
(4) The owner/user of the vessel has 

replaced the missing 
manufacturer's data plate 

(nameplate) with a replacement 
nameplate bearing the words 
"Tennessee Special” or “T 
Special”, clearly marked 
“Replacement” and the identical 
data information from the original 
stamping, minus the ASME "U" 
stamp. If the plate is to be welded 
directly to the vessel, the welding 
must be completed by a National 
Board certified repair company. 

 
(5) Prior authorization from the 

Tennessee Chief Boiler Inspector 
has been attained following the 
submitting of the National Board 
“Replacement of Stamped Data” 
form.  The form must be 
completed entirely, minus the 
original manufacturer’s portion, 
and submitted with a copy of the 
original manufacturer’s data 
report. 

 
(6) Witnessing of the stamping must 

be by a Tennessee Deputy Boiler 
Inspector or Commissioned 
Inspector designated and 
authorized by the Tennessee 
Chief Boiler Inspector. After the 
inspector has signed the form, the 
form must be returned to the 
Tennessee Chief Boiler Inspector 
for retention. 

 
(7) Once removed from it current 

location, the vessel may not be 
resold for use as a registered 
pressure vessel within the state of 
Tennessee. 
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Assigned:  BC06-16 
Internal Inspection Requirements of 
Thermal Fluid Heaters and Vaporizers, 
Organic and Synthetic (e.g., Dowtherm, 
Hot Oil) 
0800-3-3-.03(9) 
 
Statement of Need: ARISE Incorporated is 
requesting, on behave of its clients, a 
ruling by the Tennessee Board of Boiler 
Rules to allow Thermal Fluid Heaters and 
Vaporizers to receive an external 
operational inspection in lieu of the 
required internal fluid side inspection to 
obtain a Tennessee Certificate of 
Inspection.  
 
Background: Many manufacturers are 
utilizing Thermal Fluid Heaters (i.e. 
Dowtherm, Hot Oils, etc.) that contain 
organic or synthetic fluids that will operate 
at greater temperatures, but lower 
pressures before vaporizing. 
 
These types of boilers (heaters) are 
normally built to Section I or VIII, 
division 1 (Direct Fired) of the ASME 
Code, and are covered under the in-service 
inspection section of the NBIC. 
 
NBIC RB-5603 states: "Inspection of 
thermal fluid heaters typically is done in 
either the operating mode or the shutdown 
mode. Internal inspections, however, are 
rarely possible due to the characteristics 
of the fluids and the need to drain and 
store the fluid. Reliable and safe operation 
of a heater requires frequent analysis of 
the fluid to determine that its condition is 
satisfactory for continued operation. If the 
fluid begins to breakdown, carbon will 
form and collect on heat transfer surfaces 
within the heater. Overheating and 
pressure boundary failure may result. 
Review of fluid test results and controls 
and safety device maintenance records are

essential in determining satisfactory 
conditions for continued safe heater 
operation.” 
 
Inquiry:  May an external in-service 
operational inspection to a Thermal Fluid 
Heater, which heats or vaporizes an 
organic or synthetic fluid, be acceptable to 
receive a Certificate of Inspection from the 
state of Tennessee in lieu of the required 
internal (fluid side) inspection? 
 
Reply:  It is in the opinion of the Board 
that an external in-service operational 
inspection to a Thermal Fluid Heater 
would be acceptable provided the 
following requirements are met: 

1. The boiler (heater) must meet the 
construction standards stated in 
Rules 0800-3-3-.03 (1) of the 
Tennessee Boiler Inspection Rules 
and Regulations.  

2. There is no evidence found by the 
inspector during the in-service 
operational inspection to warranty 
an internal inspection. 

3. Frequent analysis of the internal 
fluid must be performed to assure 
that the fluid is being maintained 
within satisfactory levels. 

4. Temperature measurements must 
be made to assure that over-heating 
of the heat transfer surfaces is not 
occurring. 

5. Records of the fluid analysis and 
temperature measurements must be 
available to the inspector for 
review during all external in-
service inspections.  

6. There shall be two (2) external in-
service inspections performed and 
reported to the Tennessee Boiler 
Inspection Division annually, with 
the certificate inspection being 
designated as the internal. 

  



 

Tennessee Boiler Rule Interpretations 
 
 
Interpretation:  BI04-22 
Subject:  Repair and Alterations to Tennessee Specials, 0800-3-3-.03(2) 
Date Issued:  September 22, 2004 
 
Question (1): Is it the intent of the Tennessee Boiler Rules that approval of the Chief 
Inspector is both necessary and sufficient approval for the repair of a “Tennessee 
Special” boiler or pressure vessel. 
 
Reply (1): Yes. 
 
Question (2): Is it the intent of the Tennessee Boiler Rules that approval of the Board is 
both necessary and sufficient approval for the alteration of a “Tennessee Special” boiler 
or pressure vessel. 
 
Reply (2): Yes; however, all requests must be submitted to the Chief Inspector forty-five 
(45) days in advance of the next scheduled Board of Boiler Rules meeting. 
 
Question (3): Is it the intent of the Tennessee Boiler Rules that a repair or alteration to 
“Tennessee Special” boiler or pressure vessel be done in accordance with the National 
Board Inspection Code. 
 
Reply (3): Yes. 
 
 
 
Interpretation:  BI04-30 
Subject:  Fired Oil Heaters, 0800-3-3-.03(1) 
Date Issued:  December 1, 2004 
 
Question: Can an oil heater that is not fabricated to the ASME Code be operated in the 
State of Tennessee? 
 
Reply:  No, at a minimum the heater must be constructed to U-1(h) of Section VIII, 
division 1 of the ASME Code (Direct Fired) and stamped accordingly. 
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Interpretation:  BI05-06 
Subject:  Owner-User Inspector 
Date Issued:  March 16, 2005 
 
Inquiry (1):  Does an “Owner-User Inspector” fall under the meaning of “Special 
Inspector”? 
 
Reply (1): Yes; under T.C.A. 68-122-108, an Owner-User Inspector (defined in the rule) 
is also classified as a Special Inspector. 
 
Inquiry (2):  Would the Tennessee state boiler inspector’s Certificate of Competency and 
Identification Card (State Commission) indicate “Owner-User Inspector” 
 
Reply (2):  No; both the Certificate of Competency and Identification Card will indicate 
the owner-user inspector as a “Special Inspector”  
 
 
Interpretation:  BI05-22 
Subject:  ASME Section I Stamped Boiler used as a Heating Boiler 
Date Issued:  September 28, 2005 
 
Inquiry (1):  Can a steam boiler that is constructed to Section I of the ASME code, and 
stamped accordingly, with a safety relief valve set at or below 15 psig steam, be 
registered with the state of Tennessee as a low pressure steam heating boiler?  
 
Reply (1): Yes; per Rule 0800-3-3-.01(8)(i) a steam heating boiler is a steam boiler for 
operation at pressures not exceeding 15 psig. 
 
Inquiry (2):  Can a hot water boiler that is constructed to Section I of the ASME code, 
and stamped accordingly, with a safety relief valve set at or below 160 psig water and 
operating below 250˚F, be registered with the state of Tennessee as a low pressure hot 
water heating or hot water supply boiler? 
 
Reply (2):  Yes; per Rule 0800-3-3-.01(8)(j) and (k) a hot water heating and hot water 
supply boiler is a boiler operated at a pressure not exceeding 160 psig and/or a 
temperature of 250˚F at or near the boiler outlet. 
 
Inquiry (3):  If inquiries (1) and (2) are “yes”, can the boilers in question be inspected on 
a once every two (2) years basis versus the twice a year basis required of power boilers? 
 
Reply (3):  Yes; per 0800-3-3-.03(4) and 68-122-110(a)(2) a low pressure heating boiler 
shall be inspected once every two (2) years both internally and externally where 
construction permits. 
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Interpretation:  BI05-33 
Subject:  Safety Valves during Pressure Testing 
Date Issued:  December 7, 2005 
 
Inquiry (1):  Is it allowed to restrain or gag the disk of the safety or safety relief valve 
during the pressure or leak test of a boiler or pressure vessel in the state of Tennessee?  
 
Reply (1): Yes; per Rule 0800-3-3-.04(5)(b) a restrained or gagged safety or safety relief 
valve disc shall be held to its seat by a means of a testing clamp per the valve 
manufacturer’s instructions and recommendations. 
 
Inquiry (2): If yes, is it allowed to adjust the screw of the valve setting to restrict the 
lifting of the valve disk? 
 
Reply (2):  No; per Rule 000-3-3-.04(5)(b) the compression screw may not be screwed 
down upon the spring to restrict the lifting of the disk. 
  
Inquiry (3):  If the seat is not restrained, what is the maximum pressure during the test 
allowed before the safety or safety relief valve must be removed and the valve inlet 
opening plugged? 
 
Reply (3):  During the pressure/leak test where the test pressure will exceed 90% of the 
set pressure of the lowest set pressure relief device(s), the valve shall be removed to 
avoid damage to the pressure relief device, and the opening for the device(s) must be 
plugged. 
 
Inquiry (4):  Is it allowed for the organization performing the pressure test to replace the 
safety valve adjustment seal if removed/detached during the course of the test? 
 
Reply (4):  No; replacement of the adjustment seal on a pressure relieving device must be 
performed by a National Board certified valve repair company after the set pressure of 
the device has been verify by testing.  
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Interpretation:  BI05-34 
Subject:  Unfired Steam Boiler Category & Inspections 
Date Issued:  December 7, 2005 
 
Inquiry (1):  Can an unfired steam boiler with a “U” ASME code symbol stamp be 
categorized as an unfired pressure vessel if the MAWP is greater than fifteen (15) psi?  
 
Reply (1): Yes 
 
Inquiry (2):  Can an unfired steam boiler with a “S” ASME code symbol stamp be 
categorized as an unfired pressure vessel if the MAWP is greater than fifteen (15) psi? 
 
Reply (2):  Yes 
 
Inquiry (3):  If inquiries (1) and (2) are “yes”, will an unfired steam boiler receive a 
certificate good for two (2) years following a certificate inspection? 
 
Reply (3):  Yes 
 
Inquiry (4):  If inquiry (3) is “yes”, may the certificate inspection be an external 
inspection? 
  
Reply (4):  No; unless specifically allowed by the Board, the certificate inspection of an 
unfired steam boiler must be an internal.   
 
Inquiry (5):  If inquiry (3) is “yes”, is there any additional inspection requirement for 
unfired steam boilers other than the internal certificate inspection? 
  
Reply (5):  Yes; the unfired steam boilers must receive an external inspection every six 
(6) months between certificate inspections by a Tennessee commissioned boiler 
inspector. 
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Interpretation:  BI06-05 
Subject:  Exemption of Water Service Vessels 
Date Issued:  March 8, 2006 
 
The purpose of this request is for the Board to give an interpretation of an unfired 
pressure vessel in water service built prior to 1979 to be exempt from the inspection and 
registration requirements of Tennessee Rule 0800-3-3 since the vessel is also exempt 
from ASME Section VIII, Division 1.  
 
Inquiry (1):  Does an unfired pressure vessel in water service built prior to 1979 fall 
under the requirements of Tennessee Rule 0800-3-3? 
 
Reply (1):  No; this vessel is considered a water service vessel under Tennessee Rule 
0800-3-3 because prior to the 1979 Addenda of the 1977 edition of ASME Section VIII, 
Division 1, additives in the water for vessels in water service were not defined and was 
considered to be outside the scope of ASME Section VIII, Division 1. 
 
Inquiry (2):  Does an unfired pressure vessel in water service built from 1979 to present 
that contains additives in the water, that causes the flash point of the aqueous solution at 
atmospheric pressure to be less than 185 degrees F, fall under the requirements of 
Tennessee Rule 0800-3-3? 
 
Reply (2):  Yes; this vessel is not exempt from the scope of ASME Section VIII, Division 
1 and therefore not exempt from the requirements of Tennessee Rule 0800-3-3.  In the 
1979 Addenda of the 1977 edition of ASME Section VIII, Division 1, a footnote was 
added to a paragraph in U-1 defining the limitations of the flashpoint of the aqueous 
solution.   
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Interpretation:  BI06-10 
Subject:  ASME Code Cases and Interpretations 
Date Issued:  May 31, 2006 
 
The purpose of this request is for the Board to give an interpretation of the use of Code 
Cases and Interpretation that are issued by the ASME Boiler and Pressure Vessel Codes 
and Standards Committee in the State of Tennessee. 
 
Inquiry (1): Are ASME Code Cases allowed to be used in the construction, and 
subsequent repair and alteration, of boilers and pressure vessels constructed and used in 
Tennessee?     
 
Reply (1): Yes; though the manufacturer shall notify the Chief Inspector to ensure the 
Code Case does not contradict Tennessee Laws, Rules and Regulations, or a ruling by the 
Tennessee Board of Boiler Rules. 
 
Inquiry (2): Are ASME Code Cases allowed to be used in the construction, and 
subsequent repair and alteration, of boilers and pressure vessels constructed in Tennessee 
and used in another jurisdiction other than Tennessee? 
 
Reply (2): The Board has no jurisdiction over the use of boilers and pressure vessels in 
jurisdictions other than Tennessee. The manufacturer is to gain authorization to use a 
Code Case from the jurisdiction to which the boiler or pressure vessel is to be installed 
and operated. 
 
Inquiry (3): Are Code Cases automatically accepted by the Board for use in the State of 
Tennessee upon issuance? 
 
Reply (3): Code Cases are reviewed by the Chief Inspector upon issuance. The Chief 
Inspector will ensure that the Code Case does not contradict Tennessee Laws, Rules and 
Regulations, or a ruling by the Tennessee Board of Boiler Rules. If a Code Case is found 
to be in contradiction, the Chief Inspector will bring such contradiction to the attention of 
the Board for a ruling of acceptance. 
 
Inquiry (4): Are ASME Code Interpretations accepted by the Board for use in the State of 
Tennessee upon issuance? 
 
Reply (4): Code Interpretations are accepted by the Board on a case-by-case basis 
through the acceptance of the Chief Inspector. The Board considers Code Interpretations 
not part of the Code, but the opinion of the individual Code Committee issuing the 
Interpretation. An Interpretation applies either to the Edition and Addenda in effect on the 
date of issuance of the Interpretation or the Edition and Addenda stated in the 
Interpretation. Subsequent revisions to the Code may supersede the Interpretation. 
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Interpretation:  BI06-11 
Subject:  Installation Permit Requirements for DOT UPV’s 
Date Issued:  May 31, 2006 
 
The purpose of this request is for the Board to give an interpretation of the requirement of 
a lethal service pressure vessel that is under the jurisdiction of the Department of 
Transportation (DOT) to obtain an installation permit that is required under the recent 
revision of Rule 0800-3-3. 
 
Inquiry:  Is it required for lethal services vessels that are under the jurisdiction of the 
Department of Transportation (DOT) to obtain an installation permit that is mandated 
under Rule 0800-3-3-.03 paragraphs (5) and (6)? 
 
Reply:  No; under 68-122-105(a)(2) the Tennessee Code Annotated (TCA),   
"Unfired pressure vessels meeting the requirements of the interstate commerce 
commission for shipment of liquids or gases under pressure;" are exempt from the 
requirements of state registration and inspection. 
 
Interpretation:  BI06-12 
Subject:  Owner-User Inspection Organization EBI/RBI Inspection Programs 
Date Issued:  May 31, 2006 
 
The purpose of this request is for the Board to give an interpretation of an authorized 
Owner-User Inspection Organization (OUIO) having an Evidence Based Inspection 
(EBI) / Risk Based Inspection (RBI) program to no longer have this program considered 
a "pilot program" by the Board and the jurisdiction. 
 
Inquiry:  With the adoption of the 2005 Addenda of National Board Inspection Code 
(NBIC), 2004 Edition, is it required for an Authorized Owner-User Inspection Agency, 
with a Board accepted EBI/RBI program, to continue to provide an annual report as a 
pilot program to the Board and the jurisdiction? 
 
Rely:  No, as long as the EBI/RBI is reviewed and accepted during the Owner-User 
Inspection Agency's National Board triennial review of their Owner-User Inspection 
Program per NB-371. 
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Interpretation:  BI06-13 
Subject:  NBIC Interpretations 
Date Issued:  May 31, 2006 
 
The purpose of this request is for the Board to give an interpretation on the use and 
acceptance of Interpretations to the National Board Inspection Code (NBIC). 
 
Inquiry (1): Are Interpretations to the NBIC allowed to be used in the repair and 
alteration of boilers and pressure vessels installed in Tennessee?     
 
Reply (1): Yes; though the Interpretations are only applicable to the edition of the NBIC 
to which they are issued. 
 
Inquiry (2): Are Interpretations that where written in a prior edition and addenda of the 
NBIC valid for the current accepted edition? 
  
Reply (2): No; only Interpretations written for the current edition are valid. 
 
Inquiry (3): Are Interpretations automatically accepted by the Board for use in the State 
of Tennessee upon issuance? 
 
Reply (3): NBIC Interpretations are reviewed by the Chief Inspector upon issuance. The 
Chief Inspector will ensure that the NBIC Interpretation does not contradict Tennessee 
Laws, Rules and Regulations, or a ruling by the Tennessee Board of Boiler Rules. If an 
Interpretation is found to be in contradiction, the Chief Inspector will bring such 
contradiction to the attention of the Board for a ruling of acceptance. 
 
Inquiry (4): Is it required for the user of an NBIC Interpretation to notify the Chief 
Inspector of their intent prior to its use in a repair or alteration of a boiler or pressure 
vessel in Tennessee? 
 
Reply (4): Yes 



 
Interpretation:  BI06-14 
Subject:  PRD repairs and adjustment by owners and users 
Date Issued:  May 31, 2006 
 
The purpose of this request is for the Board to give an interpretation on the repair and 
adjustment of safety, relief and safety relief valves by a maintenance organization of the 
owner or user of the vessel to which the safety valve is attached. 
 
Inquiry (1):  Does the title “owner-user maintenance organization” mentioned in Rule 
0800-3-3-.03(16)(d) pertain to a maintenance organization of an “Owner or User” entity 
as defined in Rule 0800-3-3-.01(33)?    
 
Reply (1): No; The title “owner-user maintenance organization” pertains to a 
maintenance organization or group of a Board accepted Owner-User Inspection Agency 
as defined in Rule 0800-3-3-.03(34). 
 
Inquiry (2):  Is it allowed for the Owner or User of a boiler or pressure vessel, which is 
registered in the state of Tennessee, to repair the safety, relief or safety relief valves that 
are attached to the boiler or pressure vessel? 
 
Reply (2):  Only if the Owner or User is a Board accepted Owner-User Inspection 
Agency, possesses a “VR” stamp from the National Board, and has the process and 
procedures documented in their Owner-User Inspection Manual. 
 
Inquiry (3): Is it allowed for the Owner or User of a boiler or pressure vessel that is 
registered in the state of Tennessee to adjust the setting of safety, relief or safety relief 
valves that are attached to the boiler or pressure vessel? 
 
Reply (3):  Only if the Owner or User is a Board accepted Owner-User Inspection 
Agency, possesses a “VR” stamp from the National Board, and has the process and 
procedures documented in their Owner-User Inspection Manual. 
 
Inquiry (4): Does the above mentioned requirements also pertain to safety, relief and 
safety relief valves of boilers and pressure vessels located at establishments under federal 
control? 
 
Reply (4):  No; 68-122-105(a)(1) of the Tennessee Code Annotated (T.C.A.) exempts 
boilers (pressure vessels) under federal control. 
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Interpretation:  BI06-15 
Subject:  Cast Iron and Riveted Boiler Repairs and Alterations 
Date Issued:  May 31, 2006  
 
The purpose of this request is for the Board to give an interpretation on the types of 
repairs conducted within the state to cast iron and riveted boilers. 
 
Inquiry (1):  Is the addition or removal of a section in a Cast Iron Boiler to be considered 
as an Alteration?    
 
Reply (1): Yes 
 
Inquiry (2):  If the answer is Yes, Is this activity required to be done by an "R" stamp 
holder?  
 
Reply (2):  Yes 
 
Inquiry (3): Is a welded repair to a stationary riveted Boiler or Pressure Vessel allowed 
within the State of Tennessee?  
 
Reply (3): Yes; provided the following requirements are met: 

1. Prior authorization must be obtained from the Chief Boiler Inspector before any 
welding is performed to the boiler or pressure vessel in question. 

 
2. Unless classified by the definition in 0800-3-3-.01 as a “Historic Power Boiler”, 

the boiler or pressure vessel must have been constructed and stamped in 
accordance with A.S.M.E. Code Section I or Section VIII, Division 1, 
accordingly. 

 
3. The repair organization must be in possession of a copy of the original 

manufacturer’s data report, or material analysis to ensure material composition 
and weldability, at the direction of the Chief Boiler Inspector. 

 
4. The repair organization must possess both a Tennessee Repair/Erection License 

and a Certificate of Authorization from the National Board of Boiler and 
Pressure Vessel Inspectors, Columbus, OH, to perform repairs and alterations to 
boilers and pressure vessels. 

 
5. All other inquiries concerning this matter shall be directed to the Chief Boiler 

Inspector for determination.       
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